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BWC-FL-OEM Fiber Laser and Raman Fiber Laser

BWC-FL-OEM series fiber laser
comes in Type I (TE cooled) and Type II
(Non-cooled) packages, both of which are
compact modules designed for OEM appli-
cations.  It  provides up to 20-Watts of single
mode laser output in a standard SM fiber.
The BWC-FL-OEM modules employ high
brightness double-clad fibers, pumped by
high power laser diode modules. Together
with control electronics the high power fiber
laser requires only a power supply for basic
operations.  By including high efficiency
cascaded Raman resonators to the BWC-
FL-OEM-1115, high power outputs at longer
wavelengths are achieved.  Standard and
custom wavelengths are available covering
a wide range of spectrum.

Highlights 

· Available wavelengths of 1064 to 1500 nm
· Up to 20-Watt output power
· Standard single mode fiber pigtail
· High conversion efficiency
· High suppression ratio for side mode
· Compact in size
                                                        

Applications

· Pumps for cascaded Raman resonators
· High power pump source for EDFA
· Remote pumping for in-line EDFAs
· Distributed Raman amplification
· Bandwidth extension for broadband DWDM
· High power industrial applications
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Spectral Emission Curves

Raman Fiber Laser  Emission
Spectra and Suppression Ratio

Yb Laser Absorption and
Emission Spectra






