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Miniature Back-Thinned CCD Spectrometer
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Dimensional Drawings

Model BRC641 Typical Specifications
Optical Entrance Default SMA905,

Other custom coupling options available
Grating Flat-Field, Aberration Corrected, Concave Holographic
Spectral Range 200 - 450 nm, 370 - 1000 nm, 190 - 1100 nm or 200 - 800 nm

Other custom wavelength ranges available
Spectral Resolution 0.4 -> 10 nm FWHM
Minimum Integration Time 6 ms
Wavelength Accuracy +/- 1 pixel
Stray Light 0.2% @ 240 nm, D2 Lamp

or <0.2% @ 800 nm, Tungsten Lamp
A/D Resolution 14 bit
Detector Active Pixels: 2048x14 elements and binned to be

equivalent to 2048x1 pixels at 14x196 um pixel size
External Trigger Auxiliary Port for external trigger signal input, 5V TTL

signal sensing input, shutter signal output, digital sig-
nal terminal return output, and other functions

Power Input 5V DC @ < 1 A (Power Consumption Rate: 4 - 5 W)
Computer Interface USB 1.1/2.0
Dimensions ~6.3 x 4 x 3.3 inches [~158 x 102 x 83.8 mm]
Weight ~ 2.4 lbs [~ 1 kg]


